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The cyclic crack growth resistance tests of specimens made of the tube of
line parts of an oil pipeline conducted on universal servo hydraulic testing
machine. Specimen’s crack is oriented in axial and circumferential directions
Jor learning of anisotropy properties.

Hcnsitanus Ha CTaTHIECKyIO TPELIMHOCTOMKOCTh KOMITAKTHBIX 00pasIos,
BBIDE3AHHBIX M3 TpyOBl JHMHEHHBIX YYacTKOB He(TenmpoBoJa, BEIM Ha
YHUBEpCATBHOU CEepBOTHIPaBIINIECKOR MallliHe Bi-01-102 1IpH
BHETIEHTPCHHOM PaCTSHKECHHY B YCIOBHAX KOMHATHON TEMIEPATYPH, ¢ 9acTOTOH
20 I'y u k03QHHUIHEHTOM aCCHMETPHH LKKIa R=0, .
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Puc. 1. 3aBucumOCTh yTOKKH KOMIAKTHOTO 06pasiia 0T AJIuHb! TPELHHBL.
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Jna u3yveHHs aHW3OTPOIMH TPEIMHY B 00pa3slax OpHEHTHPOBATH B
JIBYX HAIpaBJeHHSIX: OCEBOM H OKPYKHOM. )

VcnpitaHus NMPOBOAMIMCE B ABA ITama: | — Hapall¥BaHHE Ha4albHOH
TpeiyHbl, 2 ~ A050M 06pa3Lia ¢ IIOCTOSHHON CKOPOCTEHIO HATPYKEHHH.

Tlo pesynbTaraM MCObITAHMH M M3MEPEHHSAM YTSKKM KOMIIAKTHOTO
obpasiia IOCTPOEHB! AMArpaMMbl B KOOpAMHATAX @ — ¢ (IJMHA TPEUIMHBl —
yIKKa) H [MarpaMma yIpyrollaCTH4ecKoro paspyiieHus B KOOp/HaTax
k7 — ¢ (Ko3(Q(OUIUEHT HHTEHCUBHOCTY HANPAXEHHH, BBIYUCTIEHHBIN C YIETOM

T1OTIPaBKH Ha IUIACTHYHOCTE HecTeyeMot cram — yrsokka [17]).
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Puc. 2. /luarpamMma yrpyroIUTacTHYECKOTO paspyilieHHs KOMIIAKTHEIX 00pasiion
TpyOHOH cTaH.

HOIIpOGHOG OITUCAHMUE MPOBOIUMBIX WCCIEAOBAHUM ¥ aHANIN3 MOYYECHHBIX
JaHHBIX IPEACTABIIEH B JOKIaA€C.
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